What is claimed is: 

1. A heat shielding member of a house comprising a plurality of 
layers comprised of an upper layer including at least a shape-retention upper 
sheet having a cover sheet laminated to the upper face thereof and a lower 
layer made up of a lower sheet; 

spaces of an air layer formed between respective layers which are 
coupled by a group of stand-up pieces, wherein the stand-up pieces are 
positioned at both ends of the group of stand-up pieces and the group of 
stand-up pieces are positioned between the group of stand-up pieces, and 
have an opening enabling ventilation in the longitudinal direction; and 

radiant heat reflective layers provided on respective upper faces of 
the layers; 

said shape-retention upper sheet having bent-up legs at both sides 
having restorability at bent-up parts. 

2. The heat shielding member of a house according to Claim 1, 
wherein the cover sheet has left and right extension parts at both sides 
thereof extending from points of the upper face of the bent-up parts of the 
shape-retention upper sheet. 

3. The heat shielding member of a house according to Claim 1 or 2, 
wherein the plurality of layers are a triple-layer having one intermediate 
layer formed of an intermediate sheet. 

4. The heat shielding member of a house according to Claim 1, 2 
or 3, wherein the upper layer comprises an upper sheet, the shape-retention 
upper sheet laminated to the upper sheet, and a cover sheet laminated to the 
shape-retention upper sheet and the group of stand-up pieces are coupled 
and fixed to the lower sheet and the upper sheet to be freely laid down. 

5. The heat shielding member of a house according to Claim 4, 
wherein both end edges of the upper sheet define bent-up parts of the bent- 
up legs of the shape-retention upper sheet. 

6. The heat shielding member of a house according to Claim 1, 2 or 
3, wherein the upper layer is made up of the cover sheet and the shape- 
retention upper sheet, and the group of the stand-up pieces are fixed between 
the lower sheet and the shape-retention upper sheet to be freely laid down. 
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7. The heat shielding member of a house according to any of 
claims 1 to 6, wherein the lower sheet has extension parts at both sides 
thereof. 

8. The heat shielding member of a house according to any of 
claims 1 to 7, wherein the shape-retention upper sheet defines a flat face 
width of the upper layer between the bent-up parts at both sides and has the 
bent-up legs having substantially the same dimensions as a height between 
the bent-up parts and the lower sheet. 

9. The heat shielding member of a house according to Claim 1, 
wherein outer faces of both the end stand-up pieces provided at both ends 
and a bottom face of the lower sheet are provided with radiant heat reflective 
layer, and pin holes are dispersely disposed on entire faces of the 
intermediate sheet and the lower sheet constituting the intermediate layer, 
respectively. 

10. The heat shielding member of a house according to any of 
claims 1 to 9, wherein the shape-retention upper sheet is made up of 
corrugated paper, and other sheets and the stand-up pieces are made up of 
kraft paper, and the radiant heat reflective layer is an aluminium foil stuck 
layer. 
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